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Rely on LG’s 
perfect 
Surveillance 
Intelligence for 
your safety

Reach your goal with the  
LG perfect security system contents
With its powerful security solution, LG Electronics is committed to ensuring the success of its 
customers. LG’s new 2010 security solution includes advanced IP surveillance cameras, enhanced 
hybrid DVRs, and upgraded high-performance analog cameras with XDI-II chip for guaranteed 
reliability and convenience. With its advanced security system technology, LG drives you to a 
successful future. For your safety and security needs, you can rely on LG’s perfect surveillance 
intelligence.

• Box Camera
• Dome Camera
• PTZ Dome Camera
• Zoom Camera
• IR Camera
• IP Camera

22
24
28
3 1
32
50

65
72
78
90

• Digital Video Recorder
• Security Monitor
• Accessory
• Application Guide
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LG Security System PRODUCT Line-up 

ANALOG CAMERA ANALOG CAMERA

BOX CAMERA 

L332-BN / L332-BP / 
L332-CP

L321-BN / L321-BP / 
L321-CP

L320-BN / L320-BP / 
L320-CP

LSX701N-B / LSX701P-B

22p

22p

23p

23p

DOME CAMERA

L6323-BN / L6323-BP 

L6213-BN / L6213-BP

L5323-BN / L5323-BP

L5213-BN / L5213-BP

24p

24p

25p

25p

ZOOM CAMERA

• x37 Optical Zoom

LC903N-B / LC903P-B 31p

• x27 Optical Zoom

• Vari-focal

LC703N-B / LC703P-B 31p

IR CAMERA

• IR Bullet Camera

LSR700N-EA / LSR700P-EA

LSR300N-DA / LSR300P-DA

32p

32p

• IR Dome Camera

L6213R-BN / L6213R-BP

L5213R-BN / L5213R-BP

33p

33p

 • x27 Optical Zoom

LT723N(I)-B / LT723P(I)-B
LT713N(I)-B / LT713P(I)-B

LT303N(I)-B / LT303P(I)-B

29p

30p

PTZ DOME CAMERA

• x37 Optical Zoom

LT923N(I)-B / LT923P(I)-B

LT913N(I)-B / LT913P(I)-B

28p

28p

90p

APPENDIX

application 
guide

IP CAMERA

• Standard Resolution

LSW901N-B/P-B  LSW900N-B/P-B

LSW2010F-N/F-P

50p

51p

IP DOME CAMERA 

• Megapixel Resolution

LW6454 / LW6424 51p

IP PTZ DOME CAMERA 

• x37 / x27 Optical Zoom 

LW9228-AN/AP  LW9228I-AN/AP

LW9226-AN/AP  LW9226I-AN/AP

53p

54p

VIDEO SERVER 
• 1Ch Server

LVS311 / LVS301 

LVS201

55p

55p

• Standard Resolution

LVW901N-B/P-B  LVW900N-B/P-B

LVW701N-B/P-B  LVW700N-B/P-B

LDW2010F-N/F-P

52p

52p

53p

DVR

LE5016D / LE5008D
LE4016D / LE4008D

65p

66p

Standard DVR

Hybrid DVR

LE6016N/D

LE1004

67p

67p

8p

8p

LCD MONITOR

LSM4200

LSM2200

LSM2150

LSM1900

LSM1850

72p

72p

73p

73p

74p

MONITOR

82p

Accessory

PTZ Controller

Lens
• Vari-Focal

• Fixed

LKD1000 78p

Bracket

C4020F / C6020F
C8020F

81p

CS2814D5 / CS4014D5

CS5014D5 / CS3514D5

CS3514M5

79p

79p

80p

IP BOX CAMERA

• Megapixel Resolution

LW345 / LW342 50p

• Fixed

L6104-DN / L6104-DP

L2104-DN / L2104-DP

LD120N / LD120P

26p

26p

27p

54 _ 



Etc. Feature
R : IR Camera

LG Product
4 : Zoom Completed
M : Zoom Module
3 : Separated (Box)
2 : Fixed Dome
5 : V/F Dome (Plastic)
6 : V/F Dome (Vandal)
7 : Zoom Dome
8 : PTZ Dome (350˚)
9 : PTZ Dome Endless
B : Board

Function
0 : Digital D&N + DSS
1  : D&N (ICR) + DSS
2 : WDR + D&N(ICR) + DSS

Power
A : AC24V
B : DC12/AC24V
C : AC220~230V
D : DC12V
E : AC24/DC12V/PoE
F : DC12V/PoE
G : AC24V/PoE
P : PoE

Product Model Number
* 2010 Version

Analog Camera

    Fixed	   V/F	  Zoom
�2 :	   2.5	   2.6~6	  x10~12

3 :	   3.0   2.8~11(12)	  x16~18

4 :	   3.7	    4~9(3~9)	 x22~23

6 :	    6			    x27

8 :	    8			    x37

9 :	   12			    x50

0 : N/A
1  : XDI-S
2 : XDI-S2
3 : XDI-II
4 : XDI-III

Series 
(or Platform)

N/A
I : Insert(Surface)

PTZ Dome 

N : NTSC
P : PAL

Signal System
Lens
(Zoom/Dome/PTZ Dome)

L 3 -3 2 PB

N/A : Analog Camera
W : IP Camera

Product Category

Etc. Feature
R : IR Camera

LG Product
4 : Zoom Completed
3 : Separated (Box)
2 : Fixed Dome
5 : V/F Dome (Plastic)
6 : V/F Dome (Vandal)
8 : PTZ Dome (350˚)
9 : PTZ Dome Endless

Function
0 : Digital D&N + DSS
1  : D&N(ICR) + DSS
2 : WDR + D&N(ICR) + DSS
3 : Digital D&N + DSS + VCA
4 : D&N(ICR) + DSS + VCA
5 : WDR + D&N(ICR) + DSS + VCA

Power
A : AC24V
B : DC12/AC24V
C : AC220~230V
D : DC12V
E : AC24/DC12V/PoE
F : DC12V/PoE
G : AC24V/PoE
P : PoE

IP Camera

0 : Megahit
1  : Standard Below VGA
2 : Standard Above D1
3 : Mega Pixel 1.3M
4 : Mega Pixel 2M
5 : Mega Pixel 3M

Resolution

N/A : Mount
I : Insert (Surface)

PTZ Dome 

N : NTSC
P : PAL

Signal System

     Fixed	   V/F	 Zoom
�2 :   2.5	     2.6~6	  x10~12

3 :	   3.0     2.8~12	  x16~18

4 :  3.7	    4~9	   x22~23
6 :	    6			    x27

8 :	    8			    x37

9 :	   12			    x50

Lens
(Zoom/Dome/PTZDome)

n.a : Analog Camera
W : IP Camera

Product Category

L W 6 -4 5 4 NF

76 _ 



175 : 17.5 Type
205 : 20.5 Type
230 : 23.0 Type
320 : 32.0 Type
420 : 42.0 Type

Display TypeSecurity Monitor

LG Security Monitor Diversion
0 : N/A
1~5 : OEM
6 : S/W Change
7 : H/W Change

Product Model Number

L S M 4 2 0 0

Security monitor

L B K 6 2 1 3 W

C : Ceiling
S : Surface
P : Pendant Mount
W : Wall Mount

Mount Type
BK : Bracket

Product

LG Series
6213 : L6213

Bracket

* 2010 Version

0 : Mega hit
 1 : UTP
2 : Mid-end
Generation & 
Platform

E : Embedded (Standalone)
N : NVR
P : PC Based
Product Category

1   2   3   4

HDD Volume

LG Frame per Unit Ch
(@ CIF)
Frame
4 : 7.5
5 : 15
6 : 30
7 : 60
8 : 90
9 : 120

Channel
01 : 1ch
04 : 4ch
08 : 8ch
16 : 16ch
32 : 32ch

ODD Type
N : No ODD
B : Blue-ray
C : CD-RW
D : DVD-RW

HDD Option
NA : No HDD
A : 160G
B : 250G
C : 320G
D : 500G
E : 1T
F : 1.5T
G : 2T

L E 6 -0 1 6 D 1a

Video Server

DVR

LG Function
0 : No VCA
1  : VCA

Number of Video Input

Video Input
VS : Video Server

Product

L V S 3 1 1

Ex) VS1000    2000    3000

Series 
(Generation)
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IR

Type

DC 12V

DC 12V

1/4 Type

1/4 Type

0.0001 Lux

0.0001 Lux  

540TVL

540TVL

o / o

o / o

2

2

ICR

ICR

o

o

4/2

4/2

o

o

8

8

LC903

LC703

/ x12

/ x12

x37

x27

@ Sens-up Auto

@ Sens-up Auto

Optical 
/Digital
Zoom

EISModel 
No.

Imaging 
Sensor Power SourceMin. 

Illumination
Horizontal 
Resolution

WDR / 
HSBLC OSDDay & 

Night
Alarm 
In/Out

3D-
DNR MaskingImage

Zo
om

 C
am

er
a

PT
Z 

Do
m

e 
Ca

m
er

a

Image

1/3 Type

1/3 Type

1/3 Type

1/2 Type

1/3 Type 520K

1/3 Type

1/3 Type 520K 

1/3 Type

1/3 Type

1/3 Type

1/3 Type

LG Security System Line-up Chart
A

na
lo

g

A
na

lo
g

Model 
No.

Imaging 
Sensor Power SourceMin. 

Illumination
Horizontal 
Resolution

WDR / 
HSBLCLens OSDDay & 

Night
User Color 

Mode
Vandal-
Proof

3D-
DNR MaskingType

Bo
x 

Ca
m

er
a

Do
m

e 
Ca

m
er

a

15

15

15

2

15

15

15

15

2

2

2

-

-

-

-

o

o

-

-

o

-

-

/610K (N/P)

/610K (N/P)

AC 230 V

AC 230 V

AC 230 V

Camera Selection

Image

L332

L321

L320

LSX701

L6323

L6213

L5323

L5213

L6104

L2104

LD120

Camera Selection

540TVL

540TVL

540TVL

540TVL

520TVL

o / o

o / o

o / o

o / o

o / o

4

4

4

4

4

0˚~360˚, 
Max 400˚/Sec

0˚~180˚, 
Max 400˚/Sec

0˚~360˚, 
Max 400˚/Sec

0˚~180˚, 
Max 400˚/Sec

0˚~360˚, 
Max 400˚/Sec

0˚~180˚, 
Max 400˚/Sec

0˚~360˚, 
Max 400˚/Sec

0˚~180˚, 
Max 400˚/Sec

0˚~360˚, 
Max 120˚/Sec

0˚~180˚, 
Max 120˚/Sec

/ x12

/ x12

/ x12

/ x12

/ x12

Pan/Tilt 
Speed

 &Range
Power SourceHorizontal 

Resolution
Model 

No.
Imaging 
Sensor

Min. 
Illumination

WDR / 
HSBLC OSDDay & 

Night
Vandal-
Proof

3D-
DNR Masking

LT923(I)

LT913(I)

LT723(I)

LT713(I)

LT303(I)

0.0001 Lux

0.0001 Lux

0.0001 Lux

0.0001 Lux

0.0001 Lux

Optical 
/Digital
Zoom

650TVL

620TVL

620TVL

620TVL

650TVL

620TVL

650TVL

620TVL

540TVL

540TVL

540TVL

o / o

- / o

- / o

- / o

o (+ ACE) / o

- / o

o (+ ACE) / o

- / o

Digital / o

- / o

Digital / o

ICR

ICR

Digital

ICR

ICR

ICR

ICR

ICR

Digital

Digital

Digital

o

o

o

-

o

o

o

o

-

-

-

o

o

o

o

o

o

o

o

2D-DNR

-

-

12

8

8

8

12

8

12

8

4

4

-

@ Sens-up Auto

@ Sens-up x128

@ Sens-up x128

@ Sens-up Auto

@ Sens-up Auto

@ Sens-up x128

@ Sens-up Auto

@ Sens-up x128

@ Sens-up Off 

@ Color

@ F2.0

0.00003 Lux 

0.000001 Lux  

0.000001 Lux 

0.00001 Lux 

0.00003 Lux

0.000001 Lux 

0.00003 Lux 

0.000001 Lux 

0.1 Lux 

0.05 Lux 

0.05 Lux 

1/4 Type

1/4 Type

1/4 Type

1/4 Type

1/4 Type

ICR

ICR

ICR

ICR

ICR

o

o

o

o

o

o

o

o

o

o

8

8

8

8

8

C/CS
Mountable

C/CS
Mountable

C/CS
Mountable

C/CS
Mountable

2.8~
10mm

2.8~
11mm

2.8~
10mm

2.8~
11mm

3.6mm

3.6mm

3.6/
2.5mm

AC 24V

AC 24V

AC 24V

AC 24V

DC 12V

Dual (DC 12V / AC 24V),

Dual (DC 12V / AC 24V),

Dual (DC 12V / AC 24V),

Dual (DC 12V / AC 24V)

Dual (DC 12V / AC 24V)

Dual (DC 12V / AC 24V)

Dual (DC 12V / AC 24V)

Dual (DC 12V / AC 24V)

DC 12V

DC 12V

DC 12V

@ 1080p

@ 1080p

@ D1

@ D1

@ D1

@ 1080p

@ 1080p

30 fps

30 fps

60 / 50 fps

60 / 50 fps

60 / 50 fps

30 fps

30 fps

1920 x1080

1920 x 1080

704 x 480

704 x 480

704 x 480

1920 x 1080

1920 x 1080

IP

Bo
x 

Ca
m

er
a

Do
m

e 
Ca

m
er

a

1/2.8 Type
Progressive Scan

1/2.8 Type
Progressive Scan

1/3 Type

1/3 Type

1/3 Type

1/2.8 Type
Progressive Scan

1/2.8 Type
Progressive Scan

-

-

-

-

-

o

o

Dual

Dual

Dual

Dual

Dual

Dual

Dual

-

-

o

o

-

-

-

PoE, DC 12V

PoE, DC 12V

PoE, DC 12 V, AC 24V

PoE, DC 12 V, AC 24V

PoE, DC 12V

PoE, DC 12V

PoE, DC 12V

o

-

o

-

-

o

-

o

o

o

o

o

o

o

LW345

LW342

LSW901

LSW900

LSW2010

LW6454

LW6424

LVW901

LVW900

LVW701

LVW700

LDW2010

-

-

-

-

-

3~
9mm

3~
9mm

/704 x 576

/704 x 576

/704 x 576

Type Lens 2-Way
Audio

Model 
No.

Imaging 
Sensor Power SourceMin. 

Illumination
Resolution
( N / P ) 

Frame 
Rate VCAVideo 

Compression
Vandal-
Proof

Multi
Streaming

RS-
485Image

DC 12V

DC 12V

Dual (DC 12V / AC 24V)

Dual (DC 12V / AC 24V)

1/3 Type

1/3 Type

1/3 Type

1/3 Type

540TVL

540TVL

620TVL

620TVL

- / -

- / -

- / o

- / o

2

2

15

15

-

-

o

o

-

-

o

-

-

-

o

o

4

4

8

8

LSR700

LSR300

L6213R

L5213R

45pcs
/70m

34pcs
/30m

30pcs
/30m

30pcs
/30m

6~
50mm

2.8~
12mm

2.8~
11mm

2.8~
11mm

Lens User Color 
Mode

Model 
No.

Imaging 
Sensor Power SourceMin. 

Illumination
Horizontal 
Resolution

WDR / 
HSBLC OSDLED Vandal-

Proof
3D-
DNR MaskingImage

@ IR LED On

@ IR LED On

@ IR LED On

@ IR LED On

0 Lux

0 Lux  

0 Lux  

0 Lux  

@ F 1. 4

@ F 1. 4

@ Sens-up On

@ Sens-up On

@ Sens-up On

@ F 1. 4

@ F 1. 4

/MJPEG

/MJPEG

/MJPEG

/MJPEG

/MJPEG

/MJPEG

/MJPEG

0. 1 Lux

0. 1 Lux

0.00003 Lux

0.00003 Lux

0.00006 Lux

0. 1 Lux

0. 1 Lux

H.264 

H.264 

H.264

H.264

H.264

H.264

H.264

x37

x37

x27

x27

x27

@ Sens-up Auto

@ Sens-up Auto

@ Sens-up Auto

@ Sens-up Auto

@ Sens-up Auto

 @ Sens-up On

@ Sens-up On

@ Sens-up On

@ Sens-up On

@ Sens-up On

704 x 480

704 x 480

704 x 480

704 x 480

704 x 480

/704 x 576(N/P)

/704 x 576(N/P)

/704 x 576(N/P)

/704 x 576(N/P)

/704 x 576(N/P)

2.8~
11mm

2.8~
11mm

2.8~
11mm

2.8~
11mm

2.8~
11mm

1/3 Type

1/3 Type

1/3 Type

1/3 Type

1/3 Type

0.00003 Lux

0.00003 Lux

0.00003 Lux

0.00003 Lux

0.00006 Lux

PoE, DC 12 V, AC 24V

PoE, DC 12 V, AC 24V

PoE, DC 12 V, AC 24V

PoE, DC 12 V, AC 24V

PoE, DC 12 V, AC 24V

60 / 50 fps

60 / 50 fps

60 / 50 fps

60 / 50 fps

60 / 50 fps

@ D1

@ D1

@ D1

@ D1

@ D1

o

-

o

-

-

o

o

-

-

-

Dual

Dual

Dual

Dual

Dual

o

o

o

o

o

o

o

o

o

-

H.264

H.264

H.264

H.264

H.264

/MJPEG

/MJPEG

/MJPEG

/MJPEG

/MJPEG
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/400

/200

/400

/200

/400

/400

/100

DV
R

Model 
No. Video Power Source

Network
Transmission
Speed(N/P)

Display Rate
(N/P) (fps)

Recording Rate
(N/P) (fps)OS ATM

/POS
Division 
Mode

Video
Compression PTZHDD Alarm 

In / OutType Image

16ch

8ch

16ch

8ch

Embedded 
Linux

Embedded 
Linux

Embedded 
Linux

Embedded 
Linux

Embedded 
Linux

Embedded 
Linux

Embedded 
Linux

Up to 
4HDDs

Up to 
4HDDs

Up to 
4HDDs

Up to 
4HDDs

Up to 
2HDDs

Up to 
1HDD

Up to 
1HDD

RS-232C 
(D-SUB9)

RS-232C 
(D-SUB9)

RS-232C 
(D-SUB9)

RS-232C 
(D-SUB9)

RS-485 
( x 2 )

RS-485 
( x 2 )

RS-485 
( x 2 )

RS-485 
( x 2 )

RS-485 
( x 1 )

RS-485 
( x 1 )

RS-485 
( x 1 )

16ch

16ch

4ch

16 / 4

8 / 2

16 / 4

8 / 2

8 / 4

8 / 4

4 / 1

-

-

-1, 4

AC Free 100~240V

AC Free 100~240V

AC Free 100~241V

AC Free 100~242V

DC 12V / 75W Adapter

DC 12V / 75W Adapter

DC 12V / 36W Adapter

480

240

480

240

480

480

120

1, 4, 9, 16,

1, 4, 9,

1, 4, 9, 16,

1, 4, 9,

1, 4, 

1, 4,

1+5, 1+7

1+5, 1+7

1+5, 1+7

1+5, 1+7

9, 16

9, 16

H. 264

H. 264

H. 264

H. 264

H. 264

H. 264

H. 264

240fps/200fps
@CIF

120fps/100fps
@CIF

240fps/200fps
@CIF

120fps/100fps
@CIF

LE5016D

LE5008D

LE4016D

LE4008D

LE6016N

LE6016D

LE1004

(2 IP / 16 Analog)

(2 IP / 8 Analog)

(2 IP / 16 Analog)

(2 IP / 8 Analog)

400 @ 704x576

200 @ 704x576

400 @ 352x288

200 @ 352x288

400 @ 352x288

400 @ 352x288

100 @ 352x288

120fps/100fps
@CIF

120fps/100fps
@CIF

120fps/100fps
@CIF

480 @ 704x480

240 @ 704x480

480 @ 352x240

240 @ 352x240

480 @ 352x240

480 @ 352x240

120 @ 352x240

704 x 480

704 x 480

704 x 480

704 x 480

Vi
de

o 
Se

rv
er

LG Security System Line-up Chart

/704 x 576(N/P)

/704 x 576(N/P)

/704 x 576(N/P)

/704 x 576(N/P)

-

-

-

 @ Sens-up Auto

@ Sens-up Auto

@ Sens-up Auto

@ Sens-up Auto

Camera Selection

LW9228

LW9228(I)

LW9226

LW9226(I)

LVS311

LVS301

LVS201

1/4 Type

1/4 Type

1/4 Type

1/4 Type

-

-

-

x37 Opt 
/ x12 Dig

x37 Opt 
/ x12 Dig

x27 Opt 
/ x12 Dig

x27 Opt 
/ x12 Dig

-

-

-

-

-

-

0.0001 Lux

0.0001 Lux

0.0001 Lux

0.0001 Lux

60 / 50 fps

60 / 50 fps

60 / 50 fps

60 / 50 fps

60 / 50 fps

60 / 50 fps

60 / 50 fps

@ D1

@ D1

@ D1

@ D1

@ D1

@ D1

@ D1

o

o

o

o

o

o

o

Camera Selection

PT
Z 

Do
m

e 
Ca

m
er

a

IP

Model 
No.

Imaging 
Sensor Power SourceMin. 

Illumination
Resolution
( N / P )

Frame 
RateLens VCAVideo 

Compression
2-Way
Audio

Vandal-
Proof

Multi
Streaming

RS-
485Type Image

AC 100~240V

AC 100~240V

AC 100~240V

AC 100~240V

AC 100~240V

3,000 : 1

700 : 1

1,000 : 1

800 : 1

1,000 : 1

16 : 9

16 : 10

16 : 9

4 : 3

16 : 9

500 cd/m2

300 cd/m2

300 cd/m2

250 cd/m2

300 cd/m2

Se
cu

rit
y 

M
on

ito
r

Model 
No. Screen Size Resolution Dimension (mm) Weight 

(kg)Type Image

LSM4200

LSM2200

LSM2150

LSM1900

LSM1850

106.7cm (42 Type)

55.8cm (22 Type)

55cm (21.5 Type)

49cm (19 Type)

47cm (18.5 Type)

1920 x 1080

1680 x 1050

1920 x 1080

1280 x 1024

1366 x 768

995 x 675 x 292

515.7 x 418 x 209.4

519.8 x 400.5 x 193.5

406.3 x 419.7 x 184.8

454.7 x 362.8 x 193.2

24.5

4.65

5.5

3.45

3.82

Power SourceContrast 
Ratio

Aspect 
Ratio Brightness

H.264

H.264

H.264

H.264

H.264

H.264

H.264

AC 24V

AC 24V

AC 24V

AC 24V

PoE, DC 12 V, AC 24V

PoE, DC 12 V, AC 24V

PoE, DC 12V

-

-

-

-

o

-

-

o

o

o

o

-

-

-

o

o

o

o

o

o

o

Dual

Dual

Dual

Dual

Dual

Dual

Dual

/MJPEG

/MJPEG

/MJPEG

/MJPEG

/MJPEG

/MJPEG

/MJPEG
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LACT10

L332

LW342

LW6454

Retail is managed by analyzing the number and behavior pattern 
of shoppers with integrated security and sales data

Protection of travelers and management with 
state-of-the-art VCA functions

Vertical Retail Vertical Transportation

1

L5323

1

23

LW6454

3

 LW345

4

LSW901

5
4

LE5016

5

2

L6323

SwitchSwitch

VMS

5

VMS

6

LW9228

Counter

1

Monitoring behavior of 
cashiers and customers 
in high quality video.

Entrance

4

• ��Providing clear image 
against backlight from 
the entrance (L332)

• �Managing attendance 
and absence of 
employees (LACT10)

POS

2

Integrating POS 
and video data for 
prompt search and 
management.

Completely integrated 
retail management 
based on a network-
based operation.

Central 
Monitoring Center

5

i-Serv thru. VCA

Analyzing customer 
movements using an 
IP camera for strategic 
deployment of staffing 
and products.

3

Central 
Monitoring Center

Entrance

1

Lobby

2

Ticket Office Traffic Road

4

Providing clear image 
against backlight from 
the entrance.

Counting vehicles to 
manage and control 
traffic.

Monitoring all 
passengers in the 
railway station without 
missing any event 
(panning and tilting 
speed of 400°/s)

Monitoring passenger 
safety using VCA’s 
Crossing Line Function.

VCA’s people-counting 
function counts the 
number of people 
waiting to get a 
ticket so as to let the 
supervisor manage the 
queue efficiently.

Subway Station

5

Optimized solution 
for managing 
transportation system 
with IP cameras and 
VCA functions.

63

LG Security solutions prevent theft and accidents. Also, the Video Contents Analysis 
technology and POS Data linked with a surveillance video optimize your profitability with 
efficient management.

LG Security solutions monitor and control traffic conditions effectively with real-time traffic 
information and intelligent Video Contents Analysis technology. This detects illegal parking 
and pedestrian crossing.
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Protection of customers against crimes committed inside a bank, 
and management of the branch ATM system

Juvenile crime prevention and assurance of student safety

Vertical Finance Vertical Education

L5323

1

LW9228

1

LT913 

5

L6323

2

LDW2010

2LSR700

3
LAFP10

4

LAFP10

4

LE5016

5

LE6016

6

SwitchSwitch

VMS

6

Floor/Cashier

1

Clear monitoring of 
cashier windows and 
in-branch floor with 
outstanding background 
compensation function 
of L5323.

Gate to Office

4

Control of access to 
confidential places or 
financial system.

ATM

2

Providing clear video 
that is synchronized with 
financial transaction data.

Reliable security 
management is 
achieved through 
outstanding camera 
image and VCA 
functions.

Central 
Monitoring Center

5

Outdoor

Watching suspicious 
persons and behaviors 
using the auto-tracking 
and VCA’s Loitering 
Detection to prevent 
possible crimes.

3

Central 
Monitoring Center

Playground

1

Corridor

2

Perimeter Gate

4

Monitoring student 
behaviors through auto-
tracking function and 
wide preset coverage.

Attendance and 
absence of students 
are managed through 
the access control.

Easy installation with 
a 3-axis mechanism, 
while providing 
outstanding image with 
optimum focus and 
angle settings.

The powerful x37 
optical zoom and x12 
digital zoom monitor 
the safety of students 
outside the school.

Superb low-light 
performance with the 
powerful LED 45 pcs, 
which has 70m IR 
distance.

School Zone

5

Central monitoring of 
student behavior and 
absence.

63

LT923

LVS311

3

VMS

5

Finance is a vertical, which puts great importance on high resolution video technology. 
LG Security solutions provide reliable surveillance devices with VCA to prevent any possible 
financial incidents and protect staffs and customers.

School is a place where our students grow up, which is why safety must be the top concern. LG Security solutions 
enable you to protect students from unexpected accidents and thereby giving the parents peace of mind. 
Integrated VMS (Video Management Software) provides a convenient monitoring environment.
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Business Solutions Company
Security Business Team

Seoul Square 541, Namdaemun-ro 5-ga, Jung-gu, Seoul 100-714, Korea
Phone: +82-2-3777-5184 Fax: +82-2-3777-5185

Website: www.lgesecurity.com

The eco-friendly label is attached to those products which have passed LG Electronics’ rigorous 
environmental criteria that evaluate 6 hazardous materials (lead, mercury, cadmium, etc.) 

• Exact products and specifications shown may vary by geographic region and are subject to change without notice. Actual products may differ from the images appearing in the catalog.
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